
A

B

C

D

E

F

A

B

C

D

E

F

1 2 3 4 5 6 7 8

1 2 3 4 5 7 A36

Th
is

 d
ra

wi
ng

 s
ha

ll
 n

ot
 b

e 
us

ed
, 

re
pr

od
uc

ed
 o

r 
pa

ss
ed

 o
n 

in
 a

ny
 w

ay
, 

in
 

fu
ll

 o
r 

in
 p

ar
t,

 w
it

ho
ut

 S
OM

FY
 w

ri
tt

en
 a

pp
ro

va
l.

 A
ll

 r
ig

ht
s 

re
se

rv
ed

  

GENERAL AND GEOMETRIC TOLERANCES
IN ACCORDANCE WITH ISO 8015 ; ISO 1101 ;

MATERIAL:

ARTICLE:

Modified By:

Scale.:
REV MODIFICATION DESCRIPTION DATE NAME

N :

The part shall not contain restricted substances according to the relevant European ROHS Directive
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RECOMMENDED DIMENSIONING.AIIother realisations remain
possible within the limit ofrespect of specifications and
of acceptance procedure of accessories.
 
THE NUMBER INDICATED ON THE DRAWING IS NOT THE
CORRESPONDING COMMERCIAL REFERENCE NUMBER

CONTRACTUAL

Ø16 is recommended 
for crossing cable

Crown interface
drawing on GEO153856

Drive Wheel interface 
drawing on GEO138467

When using the motor crown 
see Crown interface drawing on GEO138898

VOIR DETAIL A

Power cable (length=270�#�10mm connector included)
Connector JST : Housing SMR-02V-N / Crimp SYM-001T-P0.6

DETAIL A
ECHELLE 1/1

ECHELLE 1/1

Antenna (Length=170�#�10mm shrink sleeve included)
Mini curve radius on cable 2mm

Do not take off the shrink sleeve

Prog switch / LEDECHELLE 1/2
ECHELLE 1/1

INTERFACE DRAWING ALTUS / Roll-up / Basic 28 RTS Li-ion 
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