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WIRED CONTROL BOX

SD250

SIMPLE AND ESSENTIAL SOLUTION FOR THREE PHASE MOTORS…

- Compatible with three phase motors up to 1300 W
- 2 configurable operating modes:

- Dead man: UP and DOWN by maintained push
- Mixed: UP by impulse and DOWN by maintained push

- End-limit positions + safety motor control
-  Control with front-mounted push-buttons (UP / STOP / DOWN).

Depending of reference

DESCRIPTION REFERENCE

SD250 with foil switches 2001568

SD250 with foil switches, three-phase without neutral 400V 2004460

SD250 without foil switches 1850058

 SPECIFICATION

 OPERATING PRINCIPLE

POWER SUPPLY  230/400 V – 50 Hz  
 or 400 V – 50 Hz for SD250 without neutral ref. 2004460 

FUSE 3 x 10 A temporized
MOTOR POWER   1300 W maxi

PROTECTION INDEX IP 55
AMBIENT WORKING TEMPERATURE from -10°C to +60°C

BOX  waterproof plastic box with 12 compression  
 glands mounted on the bottom part

WEIGHT 0.750 Kg

Three phase motor

70 220

140

Intuitive connections.
No programming required. Rapid installation.

WIRED CONTROL BOX

SD510

A COMPLETE AND EASY TO INSTALL CONTROL BOX

-  Adapts to all configurations thanks to many functionalities:
   - Metallic curtains, sectional doors or rapid doors 
   - Motors with mechanical or electronic end limits
-  Disconnectable terminals and dedicated entries to security devices make it 

easy to plug
-  Easy to program: 3 different configurations of pre-programmed functions  

(depending on operation mode and type of safety edge) simplify the first 
power up.  
2 levels of programming (level 1 and expert) allow then to personalise.

DESCRIPTION REFERENCE

SD510  2008779

 SPECIFICATION

 OPERATING PRINCIPLE

LCD SCREEN

3 PUSH BUTTONS IN FRONT up - stop - down 
VOLTAGE SUPPLY Three Phase 400V + N 50/60Hz

Three Phase 230V 50/60Hz
MOTOR POWER OUTPUT  Three phase 2.2KW / 400VAC 

Three phase 1.5KW / 230VAC
ACCESORY SUPPLY   24 VDC / 0.5A

MAXIMUM POWER CONSUMPTION  250mA / 230VAC (not including 230VAC external loads)

PROTECTION INDEX IP54
WEIGHT 1 Kg 

DISCONNECTABLE TERMINALS

T9 tubular motor

Three-phase 
side box

Safety edge

Signaling light

Pushbutton box
Radio receiver SAHz +
TSA+ remote control

Photocells 
(x2 or x4 depending on the installation)

105 300 mm

190 mm




