
ELEGANT DESIGN, VISIBLE QUALITY!

• A multi-purpose remote control: Associated with the motors and control boxes in the SIMU 

range, the TSA+ remote control enables you to control garage doors, store shutters and the 

doors of industrial buildings.

• An understated design and high-quality finish: SIMU wanted to create an understated and

elegant remote control with timeless features. Its metal ring with a chrome finish endows it 

with quality and robustness.

• Highly practical, it comes with its own attachment holder: As standard, TSA+ is delivered 

with a holder made from a material that is both flexible and unbreakable which means it can 

be clipped onto a car’s sun visor or attached to a garage wall.

• No more accidentally pressing buttons! The shape and sensitivity of the touch buttons have 

been designed to avoid accidentally being pressed when the remote control is in your pocket.

Committed to you

TSA+

REMOTE CONTROL
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RECOMMENDED COMBINATIONS:

 POWER SUPPLY 3V lithium battery – type CR2430
 FUSE Classe III
 NUMBER OF CHANNELS 4
 SIMU Hz RADIO FREQUENCY 433.42 MHz
 ROLLING CODE TECHNOLOGY  secure transfer protocol using encryption and  

non-hackable rolling codes providing more than 16 million possible combinations
 RANGE 30 m
 PROTECTION RATING IP30
 OPERATING TEMPERATURE -20°C / +70°C.
 WEIGHT 38 g

…for sectional, up-and-over, sliding garage doors: 

 

…for rolling garage doors: 

 

…for store shutters and doors of industrial buildings: 

  

…for gates (to equip a gate which is already motorized, with a SIMU radio control):

TECHNICAL SPECIFICATION
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Wall attachmentDimension : 53 x 35 x 11 mm Clip holder
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GM 800 / GM 1000

RSA Hz

RSA Hz PRO

DMI5 / DMI6

CENTRIS

Standard receiver

T8 / T8M

TSA+

TSA+

TSA+

TSA+

TSA+ REMOTE CONTROL
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Screws not supplied


